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1. Important Information

Ropeways with hydraulic promotion rope tensioning arrangement have to be switched off before beginning of the
rescue, in order to prevent a moving of the rope by the tensioning arrangement. Rescue work within the endangerment
range of the rope may take place only after the disconnection was operated.

These operating instructions relate to the IMMOOS rescue carriage type C. Please read through these operating instruc-
tions carefully and keep all product instructions and information.

Activities at high altitudes are dangerous and can lead to serious and even fatal injuries. It is solely your responsibility to
learn the user and safety precautions.

The IMMOOS rescue carriage type C may only be used by instructed and trained, expert personnel.

The IMMOOS rescue carriage type C is only designed for rescuing people in cableway installations. The manufacturer
should be consulted regarding use for non-intended purposes.

The operating instructions of the various products used in conjunction with the IMMOQOS rescue carriage type C must be
complied with.

No modifications may be carried out on parts.
In the event of a serious accident or if the IMMOOS rescue carriage type C itself falls down or a heavy object falls onto
it, the device may no longer be used. A deformation can impair the function of the sliding vehicle or internal non-visible

fractures can reduce its strength.

The rescue carriage may only be used for the purpose intended. Other applications, such as the transportation of mate-
rials, is not allowed.



2. Technical Details

The IMMOOS rescue carriage has been certified according to Regulation (EU) 2016/424.
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Test drives:

Different test drives were carried out with the rescue carriage on various ropeways.

The advantage of the type C carriage is that it can be moved on the grip wings. Mounting and dismounting the carriage
can also take place on the wings.

The device can be used on all ropeway systems for sliding the ,rescuer on the rope” The precondition for using this is,
however, that the safety rope is equipped with a corresponding rope-stopper.

The rescuer on the ground must also position himself correctly.
It is also suggested the safety rope be relayed over a secure point (no sharp edges or corners) on a tower or cabin.

3. Application and Description

The IMMOOS rescue carriage type C is mainly used for rescuing persons on ropeways.

The IMMOOS carriage type C allows a rescuer to travel along the rope to occupied cabins during a rescue operation on
aerial ropeways.

The carriage basically consists of one yoke with two wheels and two steel cables.
The system is closed at the lower eyes of the steel cables where an aluminum safety hook are secured.

The rescuer on the rope is secured via a safety rope by the appropriately placed rescuer on the ground.



4. Mounting the Rescue Carriage

The hook of the safely line is attached fo a suitable place during every action.

The IMMOOS rescue carriage is mounted from the pylon platforms or from the vehicles.

The carriage type C is laid on the carrying rope and then the lower eyes of the steel cable are closed and secured using
a safety hook.

The rescuer on the rope is secured via the safety rope to the rescuer on the ground.

After this is assured, the rescuer on the rope again secures himself above the carriage on the carrying rope using the
safety line’s hook.

5. Travelling with the Rescue Carriage
The carriage’s travelling speed between the tower and the cabins (or from one cabin to another) is regulated using the
safety rope, which is controlled from the ground.

The rescuer on the ground regulates the speed at which the carriage travels using the rope-stopper (brake unit) located
on his retainer belt.

The safety rope is a 9 mm cladded core rope according to EN 1891.

Note: There is only original ropes permitted!

6. Moving and Taking off the carriage

The hook of the safely line is attached fo a suitable place during every action.

The moving or taking off the carriage is done using only one hand. The other hand is used to undo the safety hook only
by one eye. The carriage can then either be moving or taking off from the rope.

7. Storage and Cleaning

Store the IMMOOS rescue carriage type C in a dry area without extreme temperature flucruations.
Avoid contact with acids, corrosive liquids and oils.
Clean if necessary after the employment or contamination. Clean using gentle soap and much warm water (max. 30° C).

Always dry naturally, i.e. never near fire or other sources of heat.



8. Inspection / Maintenance / Repair

For this reason, the following time periods for inspection, cleaning, maintenance and repairs must be observed:
. Each time before use Visual examination (inspection) by the user
. At least once per year Examination (inspection) by approved specialist
(Exception Austria: In accordance with Regulation relating to
Operating Material)
Visual examination (inspection)

Each time before using the rescue carriage, it must be examined visually by the user, that all screws are tightened and
singular parts do not show any sign of specific wear or tear.

Damaged or incomplete devices must not be used.
In case of doubt the rescue carriage must not be used.
Annual examination (inspection)
Examinations (inspections) must be carried out and documented by an approuved specialist at least once per year
The annual examination (inspection) basically comprises:
- Visual inspection of all individual parts
- Functional test
In case of doubt, the manufacturer or a person authorized by him must carry out inspection and maintenance.
Repair work may only be carried out by the manufacturer or by a person he has authorized.
Specifically note that:

It is advised to disassemble the carriage at least every 3 years and to check the condition of the bushes in the wheels as
well as all other parts.



9. Disclaimer

Die IMMOOS GmbH disclaims all responsibility and liability for damage if accidents or damage are due to:

. Non-compliance with statutory and official regulations

. Non-compliance with regulations or contractually agreed conditions of
IMMOOS GmbH

. Non-intended use of the IMMOOS rescue carriage type C

. Unauthorized modifications carried out on parts of the device

o Replacement of the parts by other materials

o Additional loads of the parts

o Parts that were not designed, manufactured and supplied by IMMOOS GmbH

o Sabotage, military events and cases of force majeure



10. Documentation of the Annual Expert Inspection

Prescribed proof of the accomplished examination (EN 365):
(Fill out for each rescue-system 1 sheet)

Product:

Owner

IMMOGOS rescue carriage typ CNumber of rescue-carriage: ......cccevveeennee.

Purchase date:

Date of examination | Notification of recognized deficiencies Authorized signature
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